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M9500

Multi-Parameter Patient Monitor

15" TFT LCD display, high resolution (1024<788)
Rechargeable Lithium Battery. long life time
Backlight buttons,easy to operate at night

S0 memory card{option)

Dual Alarm light

Murse call function
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M9500

Multi-parameter Portable Patient Monitor

All-in-one Various Extensible interfaces

CECG Resp, spl2 NIBR 2-Tempd Stamdard ) G=tandard: Etharnat Mabwoerk, Detibriflation
212-lead ECG | Z2-1BP Cardia Gutput (126G ) Synchronization Output, Murse Call
aSidestream f Mainstrsam fMicrostream CO2 adiption: analeg cutput, USE port,

ofdulli-Gas Modules

Long battery run time Built-in Recorder & WLAN modular [Optian)
Sl Do 4 hour run fima with 2 rechargeabla od-Channal thermal recorder oflers conveniant
clithium battery (O ption, standard 1 battery) documentalisn

od 33 MHz wirelass connecivity realizes in-
nospital transportation

S0 memory card

Dual &larm Liaht

oEasyta trensfer patient data cFhysiclegical Alarm Light & Equipment
aStoring 72 Hour patient trend data ate Tachnical Alarm Light
OExtra Large Alarm light Design,

Back Light Buttons Wall Mount Raolling Stand
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