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M69

Multi-Parameter Patient Monitor

* 12.1" LCD display, high resolution
* T lead ECG Waveform display in the same screen
* Large number display for long distance vision

* Digital SPO: technolegy offers anti-motion and anti-low perfusion functions

% 120- hour tabular and graphic trends &data storage @
& (€.



TECHNICAL SPECIFICATION:

M69

General: Performance:
Bize and Weight ECG
Size 340mmi{W) X ZT0mm{H) = 230mm{D) - Mode: S-leads(standard); 3-leads or 12-leads (option)
-Weaight 7 kp - Lead salaction: 1,11, 11, aVR, aVL, aVF
- Gain: AUTO, 0.25x,0.5x, 1.0, 2.0x, 4 Ox
Display - Insulation Breakdown Voltage 4000VAC 50/60Hz

-12.1" Color TFT-LCD
- Resolution 800X 600 pixels or higher

Fower supply
- Power Yoltage AC 100-240V S0VE0HZ
- Power Input =85VA
-Fuse: T1.6AL260V, 520 (mm)

- Safety class: Category |

* Swoepspeed 12.8mm/s, 28mmis, S0mmis
"HR Range: 10-350bpm
" HR Accuracy * 1% or =1 bpm, whicheveris greater

STsegment
- Measurement Range -2.0mV=2_0mY
- Resalution 0.01mV

Battery
: . Retha Lead acid Battary
- Charga lime: 12 hours

RESP
- Method: Impedance varialion batwesn RA-LL(R-F)
- Measurement Range: 0=150rpm
* Accuracy: +2rpm

- Operating time undeér the normal use and full charge: “Gain: x1, x2, x4
= B0 minutes - Sweap speed §.25mm/s, 12.5mm/s, 25mmvs
Thermal Recorder (Option) TEMP

Mathod: Tharmal dot array
- Papar width: 50mm (1.97 in)
Paper Speed: 12.5/25/580 (mm/sec)
- Traces Mazximum: 3 lracks

System output
- Etharnat Nelwork standard RJ45 socket
- RF Wireless LAN: 433MHz, 10mwW { Option )
- Video Output: Oplion

Alarm
- Thraa Laval ;| Low, medium and high
- Indication: Auwditory and visual
- Satup: Default and custom
- Silanca: All alarms can be silenced
- Violuma: 45-85 d8 measurad at 1 mater

- Maasuramant Range: 0.0-50.0T

“Unit: Celsius (), Fahrenhait( F)

- Accuracy - =0.1C (exclusive of probe)

- Connecting cable: Compatible with Y'51-400

BLT-8p02
- Measurement Range 0=100%
- Accuracy AL TO=100%, £2%
* AL0=-69%, unspecified
- PR Range 25~250 bpem
* PRAccuracy +1% or =+ 1 bpm, whichaver is greater

Trend
Store & review 120 hours lrend dala and treand maps
- Parameler option: HR, Sp02, NIBP, PR, Resp, CO2, Temp1,
Temp2, IBP1, IBPZ, 8T.
- Cycle intervals of trend slorage 1mim, 2min, 3min, 4min, Smin,
10min, 13min, 20min, 25min, S0min.

NiBP
- Tachnigue: Automatic oscllometry
Range: Adult; 10~270mmHp
Chilg: 10-235 mmHg
Meonata: 10-135 mmHg
- Accuracy - Static £ 2% or + 3mmHg. whichaver s greatar
“Unit: mmHg, kPa
- Pulse rate range: 40-240bpm
- Infervals for AUTO measurement: 1.2.3.4,5.10,15,30,680.80
minutes 2.4 8hours

Slore & Raviewing
-ECG : 10 minutés oneé imporiant lead's ECG wavaform
-Alarm : 1000 groups Alarm avants raviewing
-NIBP : 500 groups NIBP measuremant
- Arrhythmia: 128 groups data (8 seconds ECG waveforms)

IBP (option)
~Channed: 2
- MeasuremenRange: -50~+300 mmHg
Unit: mmHg, kPa
Accur acy: =2mmHg or 2%, whichever ia greater

Environment
- Working temperature: 0~+407T
- Transporiation and storage temperature: -20-+667
- Relative humidity: Working =B86%
Transporiation and storage =83%
- Almospheric preassure; Working 860-1060 hiPa

Transporiation and storage 500=1080 hPa

EtCO2 (option, Sidestream)
- Range 0~16.7%(0 -150 mmHg)
“Unit; %, mmHg, kPa
- Respiration Rate Range 2- 150 bpm

Standard Configuration
ECG. HR, RESP, NIBP, SPO2, PR, TEMP, Batlery
Optlon

EtCO2 (option, Mainstream |
“Range 0=19.7 %(0~150mmHg)
“Unit: %, mmMg. kPa
- Resgiration Rate Range 0=150 bpm

2-TEMP. 2-IBP,Recorder, EICO2 (side siream, main stream), Nellcor Sp02, Masimo Sp02
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