a PRIMEDIC"

Saves Life. Everywhere.

DefiMonitor XD

- gentle
- smart
- compact
- modular



Technical data

XD1 XD3 XD10 XD30 XD100 | xD300 | xD110 | xD330
Defibrillation
Pulse shape external Biphasic, current-controlled pulse o o o o o O o O
Energy - AUTO 140 - 360 J M * . .
Energy - MANUAL 5-360) O O O O O O O O
Charging time < 6 sec for 200 J . . i i . i . .
Operating modes Asynchronous - SYNC . . . . . . . .
Patient resistance 20 - 200 ohm M M M M M * * M
ECG
Leads I, II, 1ll, aVR, aVL, aVF O O O O O =~ C O
Heart rate 30 - 300 per min ® * ° ° * ® ® *
Alarms 30 — 300 per min . . * ° ° . e .
VF/VT-detection
Analysis time 7 - 12 sec . . . .
VF threshold 0.2 mVv . . . .
Asystole threshold <02 mV . . . .
Pacemaker detection ° ° ° M
Pacer
Transthoracic . . . .
Cardiac Pacemaker (NIP)
Operation modes Fix, Demand, Overdrive i i . .
Pacing Frequencies (Fix, Demand) 30 ... 180 1/min O O © ©
(Overdrive) 30 ... 250 1/min . . . .
Pulse shape Square 20 ms i i . .
Pulse amplitude 30 ... 180 mA, current-controlled . . . .
Refractory period 240 ms (100 ... 250 1/min) i i . .
340 ms (30 ... 100 1/min) * * * °
Pulse Oximeter
Type Nellcor o o o o
Indicating range 100 ... 0% . . . .
Calibration range 100 ... 50 % * * ° ®
Display
Type TFT, LCD-Blue-Mode o o o o o o O O
Dimensions 115 x 86 mm (diagonal 5.7"/144 mm) . . . . . . . .
Resolution 320 x 240 (pixel size 0.36 x 0.36 mm) o o o o o o o o
Speed 25 mm/s M i i i i ° . .
Mode, SpO.-curve o o © ©
Printer
Type Direct thermal printer ° ° ° ° ° ° ° °
Resolution 200 dpi ° ° * * ¢ ° ° °
Paper width 58 mm ° ' ° ’ ' ° ° °
Printing width 50 mm ° ° * ¢ ¢ ° ° °
Feed 25/ 50 mm/s ° ° ° ° ° * ° °
Operating modes AUTO-/ONLINE-/MEMO-print ° * * ¢ * ° ° °
Electrodes
Non-polarized electrodes ® * * ¢ ¢ ° ° °
Storage 2 years M M * * ° M ® ®
Data Management
Removable storage unit 32 - 128 MB or ° ® ° ' ' * ° °
1 - 5.4 h with voice recording
or 6 — 48 h without voice recording
Voice recording ° * * ¢ ¢ ° ° °
Reading software ECG Viewer * * * * * M * *
Energy Supply
AkuPak (rechargeable battery) ° * * * * ° ° °
Type NiCd Output data 12 V, 1.4 Ah ° ° * * * ° ° °
Discharge processes 60 at 360 Joule ° ° ° ’ ' * ° °
Monitoring 5h ° * * * * ° ° M
Charging time approx 3 h external, 1 h internal * * * * * M ® *

Internal Power Supply

Voltage

100 — 240V, 50/ 60 Hz

Environmental conditions

Operating conditions
Storage conditions
Protective system

0° -55°C
-30° - +65°C
IP 33

Dimensions
Height x Width x Depth
Weight

approx 26 x 26 x 9 cm
approx 4.5 kg




Your innovative partner
for life-saving action.

With over 20 years of experience in research, development and production of defibrillators and mobile ultra-
sound equipment, METRAX is a leading specialist for ultra-modern medical technology products world-wide.
With the brand PRIMEDIC™, METRAX provides one of the most reliable and innovative product programs

for emergency medicine. The XD generation defibrillators have been developed specifically for use in hospitals,
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by rescue services and doctor's surgeries. The DefiMonitor XD product family is finding ever-increasing

application in rescue missions, thanks to progressive technology, practical design, simple utilisation and a

convincing price-performance ratio.

Trading Partners:

Headquarters/Manufacturing:

METRAX GmbH
Rheinwaldstr. 22
78628 Rottweil
Germany

Tel.: +49(0)7 41/257-0

Fax: +49(0)7 41/257-235

www.primedic.de
info@primedic.de

PRIMEDIC™ is a registered trademark

of METRAX GmbH.

METRAX GmbH

Shanghai Rep. Office

Room 409

Shanghai Friendship Building
No. 26 Si Chuan Lu (South)
Shanghai 200002

China

Tel.: +86(0)21/63 284666
Fax: +86(0)21/633656 90

sro@metraxchina.com

METRAX GmbH

India Rep. Office

46, lind Floor

Aradhana Colony

Sector XIlI, R.K. Puram
New Delhi — 110066

India

Tel.: +91(0)11/26879970
Fax: +91(0)11/2687 9971

sales@metraxindia.com

METRAX GmbH
Moscow Rep. Office

ul. Vavilowa 5, corpus 3
119334 Moscow

Russia

Tel.: +7 (0)95/2317061
Fax: +7(0)95/2317062

info@metrax.ru




